








(Part E)x2  (Part H)x12 (Part G)x2
nut 6.5 flat washer M6*55mm screw
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1. Attach right armrest (D) to back frame (B) by lining up screw holes

on right armrest (D) with corresponding screw holes on back frame (B).
Secure with screw (G) and washers (H) and tighten using Allen wrench (J).
Do not tighten screws completely.
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1. Secure seat frame (C) to left armrest (A) by lining up screw holes

on seat frame (C) with corresponding screw holes on back frame (B).

Insert screws (F), washer (H) and cylindrical washer (I) and tighten using
Allen wrench. Do not completely tighten screws. Repeat this step to secure
seat frame (C) to right armrest (D).
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(Part F)x8 (Part H)x12 (Part [)x8 -

M6*30mm screw 6.5 flat washer cylindrical washer
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1. Secure seat frame (C) to right armrest (D) by lining up screw holes

on seat frame (C) with corresponding screw holes on back frame (B).

Insert screws (F), washer (H) and cylindrical washer (I) and tighten using
Allen wrench. Do not completely tighten screws. Repeat this step to secure
seat frame (C) to right armrest (D).



(Part H)x12 (Part 1)x8
cylindrical washer

(Part F)x8
M6*30mm screw 6.5 flat washer
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1. Attach seat frame (C ) to back frame (B) by lining up screw holes
on seat frame (C) with corresponding screw holes on back frame (B).
Secure with screws (F), washers (H) and cylindrical washer (1) and
tighten using Allen wrench. Do not completely tighten screws.
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step 08:

1. Tighten all screws. Place cushions on chair. J

Your are now ready to enjoy your new chair.
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